
A R E A  L I G H T

Make site lighting projects EASY with ILP’s 
Viewpoint Area Light heads and poles!

ilp-inc.com • (407) 478 - 3759 • 519 Codisco Way Sanford, FL 32771

Why Choose Viewpoint Combo
•	High Performance & Coverage T3 & T4 Optical Distributions
•	High Efficacy - Up to 162 LPW
•	BLE PIR Occupancy, Photocell and Bi-Level Dimming   

Sensor Options
•	Lumen Selectable - 3 Positions per SKU
•	4000K-5000K CCT
•	-40OF-122OF Ambient Temperature Range
•	Calculated L70 >100,000 Hours
•	Vented IP66 Rated Housing (Whole Luminaire)

•	20’ & 25’ Heights 
•	ILP Bronze Finish (Guaranteed to Match Fixture Color) 
•	Poles are Pre-Drilled for Triple Mounting with Plugs Provided
•	Square Straight Steel w/ Base Cover Included
•	4” - 11 Gauge Wall Thickness
•	8”-9” Bolt Circles Using Four 3/4” diameter anchor bolts     

(Anchor Bolts Available to Ship Before Product)

15 Day Quick Ship!

Series
Pole

Type-Size
-Height-Gauge

# of 
Fixtures

Fixture 
Series Lumen Package Driver CCT Distribution Mounting Finish

PFC - Pole       
Fixture Combo1,3

SS-4-20-11

1

VAS 14L/17L/21L

U - 120-277V 40 - 4000K
50 - 5000K

T3 - Type 3
T4 - Type 4

PMB - 
Adjustable 
Pole Mount 

Bracket

BRZ - 
Bronze

VAM 21L/24L/28L

VAM 33L/37L/42L

2

VAS 14L/17L/21L

VAM 21L/24L/28L

VAM 33L/37L/42L

SS-4-25-11

1

VAS 14L/17L/21L

VAM 21L/24L/28L

VAM 33L/37L/42L

2

VAS 14L/17L/21L

VAM 21L/24L/28L

VAM 33L/37L/42L

OPTIONS - Ship with Accessories

ILP ANCHOR BOLT SET .75X20X3 Pre-shipped Anchor Bolts

+CR3P-KIT Universal 3pin control receptable (see below photocells)

TLPC/UNV Photocell for use with CRxP option (120V-277V)

TLPC/HV Photocell for use with CRxP option (347V-480V)

TLSC Shorting cap for use with CRxP Option (120V-480V)
1 Includes Base Cover, Template, and Anchor Bolts (Ship with pole); FIXTURE & POLE SHIP SEPARATELY

2 Add ILP ANCHOR BOLT SET .75X20X3 to order as a separate line item for anchor bolts to pre-ship, see ship with accessories

3 20 Piece Pole Order Limit for Quickship Qualification

https://www.ilp-inc.com/
https://ilp-inc.com/
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LED SYSTEMS INFO1 Distribution 
Type

4000K
BUG Rating

5000K BUG 
Rating Watts² Replaces

Part Numbers Lumens Efficacy Lumens Efficacy

VAS-14L T3 16282 153.6 B2-U0-G3 16927 159.4 B3-U0-G3 103.0 400W MHT4 16254 153.6 B2-U0-G3 16897 159.4 B4-U0-G4

VAS-17L T3 18308 144.9 B3-U0-G3 19033 150.3 B3-U0-G3 127.1 400W MHT4 18276 144.9 B3-U0-G3 19000 150.4 B4-U0-G4

VAS-21L T3 21410 144.7 B3-U0-G3 22259 150.1 B3-U0-G3 147.5 400W MHT4 21373 144.7 B3-U0-G3 22220 150.2 B4-U0-G5

VAM-21L T3 23063 151.2 B3-U0-G3 24149 158.1 B3-U0-G3 150.2 400W MH
T4 22818 154.8 B3-U0-G3 23894 161.9 B4-U0-G5

VAM-24L T3 25503 144.7 B3-U0-G4 26705 151.2 B3-U0-G4 173.1 400W MHT4 25233 148.1 B3-U0-G4 26423 154.8 B4-U0-G5

VAM-28L T3 29006 144.1 B3-U0-G4 30373 150.6 B3-U0-G4 197.1 750W MHT4 28699 147.5 B3-U0-G4 30052 154.2 B5-U0-G5

VAM-33L T3 36956 155.1 B3-U0-G4 38232 160.4 B3-U0-G5 237.7 750W MHT4 36569 153.3 B3-U0-G5 37831 158.5 B5-U0-G5

VAM-37L T3 38802 147.9 B4-U0-G4 40141 152.8 B3-U0-G5 263.0 750W MHT4 38395 146.1 B3-U0-G5 39720 151.1 B5-U0-G5

VAM-42L T3 41696 144.6 B4-U0-G5 43135 149.4 B4-U0-G5 288.8 1000W MHT4 41258 142.9 B4-U0-G5 42683 147.7 B5-U0-G5
1Values are nominal, see IES file for more detail         2Electrical data at 25C (77F). Actual wattage may differ by +/-10%.

EPA DIAGRAMS AND MOUNTS
TILT DEGREE 0o 30o 45o

Single

VAS 0.46 1.37 1.80

VAM 0.61 1.98 2.62

D180o

VAS 1.01 1.37 1.80

VAM 1.34 1.98 2.62

D90o

VAS 0.83 1.64 1.80

VAM 1.10 2.38 2.62

*Based on PMB

TECHNICAL INFORMATION - EPA (ft2) with 1.3 Gust
Catalog 
Number

Nominal
Shaft

Length (ft.)*

Pole Shaft Size
(Base in. x top 

in. x ft.)

Wall Thick
(in) Gauge

EPA (ft2) with 1.3 Gust Bolt
Circle

(in)

Bolt Size
(in. x in. x in.)

Approximate 
Ship Weight 

(lbs.)
80 

MPH
Max.

Weight
90 

MPH
Max.

Weight
100 

MPH
Max.

Weight

ILPOLE-SS-4-20-11 20 4.0 x 20.0 0.1196 11 9.6 240 6.7 167 4.5 150 8--9 3/4 x 20 x 3 140
ILPOLE-SS-4-25-11 25 4.0 x 25.0 0.1196 11 4.8 150 2.6 100 1 50 8--9 3/4 x 20 x 3 170

* EPA values are based ASCE 7-93 wind map. For 1/2 ft increments, add -6 to the pole height. Ex: 20-6 equals 20ft 6in.

VIEWPOINT LED SYSTEMS INFO

POLE DATA
SHAFT BASE

SIZE 
S

BOLT
CIRCLE

A

BOLT
PROJECTION

B

BASE
DIAMETER

C

BASE PLATE
THICKNESS

T

4" - 11ga 8" – 9" 3.25"- 3.75" 8"- 8.25" 0.75" • Reinforced handhole with grounding lug and removable cover

18”

A

T

Reinforced Handhole
with Cover

A

S

C

B

A

S

C

B

VAM  Pole Mount Bracket (PMB)VAS  Pole Mount Bracket (PMB)

*Suitable for Square or 4"-5" Round Poles *Suitable for Square or 4"-5" Round Poles


